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impoundment subject to this section
by using one of the following:

(1) A floating membrane cover in ac-
cordance with the applicable provisions
specified in 40 CFR 63 subpart QQ—Na-
tional Emission Standards for Surface
Impoundments; or

(2) A cover that is vented through a
closed-vent system to a control device
in accordance with all applicable provi-
sions specified in 40 CFR 63 subpart
QQ—National Emission Standards for
Surface Impoundments.

[61 FR 34158, July 1, 1996, as amended at 64
FR 38969, July 20, 1999]

§ 63.688 Standards: Containers.
(a) The provisions of this section

apply to the control of air emissions
from containers for which
§ 63.683(b)(1)(i) of this subpart ref-
erences the use of this section for such
air emission control.

(b) The owner or operator shall con-
trol air emissions from each container
subject to this section in accordance
with the following requirements, as ap-
plicable to the container, except when
the special provisions for waste sta-
bilization processes specified in para-
graph (c) of this section apply to the
container.

(1) For a container having a design
capacity greater than 0.1 m3 and less
than or equal to 0.46 m3, the owner or
operator must control air emissions
from the container in accordance with
the requirements in either paragraph
(b)(1)(i) or (b)(1)(ii) of this section.

(i) The owner or operator controls air
emissions from the container in ac-
cordance with the standards for Con-
tainer Level 1 controls as specified in
40 CFR part 63, subpart PP—National
Emission Standards for Containers.

(ii) As an alternative to meeting the
requirements in paragraph (b)(1)(i) of
this section, an owner or operator may
choose to control air emissions from
the container in accordance with the
standards for either Container Level 2
controls or Container Level 3 controls
as specified in subpart PP of this part
63—National Emission Standards for
Containers.

(2) For a container having a design
capacity greater than 0.46 m3 and the
container is not in light-material serv-
ice as defined in § 63.681 of this subpart,

the owner or operator must control air
emissions from the container in ac-
cordance with the requirements in ei-
ther paragraph (b)(1)(i) or (b)(1)(ii) of
this section.

(3) For a container having a design
capacity greater than 0.46 m3 and the
container is in light-material service
as defined in § 63.681 of this subpart, the
owner or operator must control air
emissions from the container in ac-
cordance with the requirements in ei-
ther paragraph (b)(3)(i) or (b)(3)(ii) of
this section.

(i) The owner or operator controls air
emissions from the container in ac-
cordance with the standards for Con-
tainer Level 2 controls as specified in
40 CFR part 63, subpart PP—National
Emission Standards for Containers.

(ii) As an alternative to meeting the
requirements in paragraph (b)(3)(i) of
this section, an owner or operator may
choose to control air emissions from
the container in accordance with the
standards for Container Level 3 con-
trols as specified in 40 CFR part 63,
subpart PP—National Emission Stand-
ards for Containers.

(c) When a container subject to this
subpart and having a design capacity
greater than 0.1 m3 is used for treat-
ment of an off-site material by a waste
stabilization process as defined in
§ 63.681 of this subpart, the owner or op-
erator shall control air emissions from
the container at those times during the
process when the off-site material in
the container is exposed to the atmos-
phere in accordance with the standards
for Container Level 3 controls as speci-
fied in 40 CFR part 63, subpart PP—Na-
tional Emission Standards for Con-
tainers.

[61 FR 34158, July 1, 1996, as amended at 64
FR 38969, July 20, 1999]

§ 63.689 Standards: Transfer systems.
(a) The provisions of this section

apply to the control of air emissions
from transfer systems for which
§ 63.683(b)(1)(i) of this subpart ref-
erences the use of this section for such
air emission control.

(b) For each transfer system that is
subject to this section and is an indi-
vidual drain system, the owner or oper-
ator shall control air emissions in ac-
cordance with the standards specified
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